A Better You Wellness

200 East 186" Street

Westfield, IN 46074

m!, Installations Must Comply With 1

| NFPA 55, State and Local Codes. |

]

Transport and Driver Must
Have Unencumbered
Access to Site and Tank
For Delivery

Emergency shut to be located it treatment
area, Treatment area must have appropriate
warming signs and alarms for safety

Customer to provide electrical control wiring
for emergency shut off device located outside
of building in tank farm.

Customer to provide approved piping that is

suitable for liquid nitrogen service from cryosauna
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Front View

Electrical:
N.F.PA. 70 National Electrical Code
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All Services should be located inside Pad Area

Note: After equipment installation, customer is responsible for
wiring and termination to Airgas supplied equipment.

3/4" x 3/4" Chamfer all sides
# 5 bottom bars @ 12" OC/EW
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Tank Pad Level %\

Width with 3" edge and bottom clearance

\
\\ \ 4" Compacted Crushed Stone
\ Compacted Subgrade

Pad Specifications:

units to connection point on liquid nitrogen tank.

Concrete: Compressive strength: 4,000 psi @28 Days

Reinforcing Bars: ASTM A615 Gr 60

Soil Strength: Bearing strength: 2,000 psf (min.)

Tank Pad Requirements:
Pad Size: 17'-0" x 17-0" x 14" Thick

Reinforcing: # 5 bottom bars @ 12" OC/EW

with 3” edge and bottom clearance
Tank Pad

ust Be Flat and Leveled, Broom Finish

Work This Drawing With Latest Versions of
Airgas National Standard Drawings:

PIP1- Pad Installation Procedure
PIP2- Standard Bollard Detail
EIP3- Tank Anchoring Procedure

Use frost skirt where frost depth is greater than pad thickness

Finish Grade

CONT.
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Typical Frost Skirt Detail

Depth must be
below local
frost line

Construction Joint Specification

High Performance Polyurethane Sealent

Use of Asphalt Impregnated . —— Sikaflex 1a or Other Approved
\ K

Board is Prohibited

Use 1/2" Polyfoam Board
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